APl Well Number: 43047522190000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 3

AMENDED REPORT

APPLICATION FOR PERMIT TO DRILL

1. WELL NAME and NUMBER
Coleman Tribal 13-17-4-2E

2. TYPE OF WORK
DRILL NEW WELL |

REENTER P&A WELL| )  DEEPEN WELL(

3. FIELD OR WILDCAT
UNDESIGNATED

4. TYPE OF WELL

Oil Well

Coalbed Methane Well: NO

5. UNIT or COMMUNITIZATION AGREEMENT NAME

6. NAME OF OPERATOR

UTE ENERGY UPSTREAM HOLDINGS LLC

7. OPERATOR PHONE
720 420-3235

8. ADDRESS OF OPERATOR

1875 Lawrence St Ste 200, Denver, CO, 80202

9. OPERATOR E-MAIL
rgarrison@uteenergy.com

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)
BIA 14-20-H62-6407

11. MINERAL OWNERSHIP
FEDERAL( |  INDIAN (i)

state( ) reE( )

12. SURFACE OWNERSHIP

FEDERAL[ | INDIAN[ ) STATE(

13. NAME OF SURFACE OWNER (if box 12 = 'fee')

Coleman Bros. LTD

14. SURFACE OWNER PHONE (if box 12 = 'fee’)
435-654-1666

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
393 E. Center Street, Heber City, UT 84032

16. SURFACE OWNER E-MAIL (if box 12 = 'fee’)

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN’)

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES () (Submit Commingling Application) ~NO (i)

19. SLANT

VERTICAL(__|  DIRECTIONAL I}

HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN
LOCATION AT SURFACE 1119 FSL 1141 FWL SWSw 17 4.0S 20E U
Top of Uppermost Producing Zone 661 FSL 876 FWL SWSsw 17 4.0S 2.0E U
At Total Depth 659 FSL 874 FWL SWSw 17 4.0S 20E U

21. COUNTY
UINTAH

22. DISTANCE TO NEAREST LEASE LINE (Feet)
659

23. NUMBER OF ACRES IN DRILLING UNIT
40

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)
920

26. PROPOSED DEPTH

MD: 9536  TVD: 9500

27. ELEVATION - GROUND LEVEL

28. BOND NUMBER

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5094 687C300004-CD 438496
Hole, Casing, and Cement Information
String | Hole Size | Casing Size | Length | Weight | Grade & Thread | Max Mud Wt. Cement Sacks | Yield | Weight
SURF 12.25 9.625 0 - 950 36.0 J-55 ST&C 8.4 Light (Hibond) 253 | 1.35 14.8
PROD 8.75 5.5 0 - 9500 17.0 P-110 LT&C 9.2 Halliburton Light , Type Unknown 359 3.2 11.0
50/50 Poz 914 | 1.46 13.5
ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER

COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE)

D FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY
DRILLED)

TOPOGRAPHICAL MAP

NAME Lori Browne TITLE Regulatory Specialist

PHONE 720 420-3246

SIGNATURE DATE 11/23/2011

EMAIL |Ibrowne@uteenergy.com

API NUMBER ASSIGNED

43047522190000

APPROVAL

Permit Manager

RECEIVED: December 29, 2011




APl Well Number: 43047522190000

Ute Energy Upstream Holdings LLC

Coleman Tribal 13-17-4-2E

Lot 7 (SW/SW) of Section 17, T4S, R2E

SHL: 1119’ FSL & 1141’ FWL
BHL: 659’ FSL & 874’ FWL
Uintah County, Utah

1-2.

DRILLING PLAN

Geologic Surface Formation and Estimated Tops of Important Geologic Markers

Formation Depth - TVD Depth - MD
Uinta Surface Surface
Upper Green River Marker 3,494 3,517
Mahogany 3,973 4,001
Garder Gulch (TGR3) 5,007 5,043
Douglas 5,823 5,859
Black Shale 6,338 6,374
Castle Peak 6,521 6,557
Uteland 6,851 6,887
Wasatch 7,001 7,037
TD 9,500 9,536

Estimated Depths of Anticipated Water, Qil, Gas Or Minerals

Green River Formation (Oil)
Wasatch Formation (Qil)

3,517’ -7,037" MD
7,037’ -9,536° MD

Fresh water may be encountered in the Uinta Formation, but would not be expected below about 350’.
All usable (>10,000 PPM TDS) water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling will be recorded by depth and adequately protected.

All water shows and water bearing geologic units will be reported to the geologic and engineering staff of
the BLM Vernal Field Office prior to running the next string of casing or before plugging orders are
requested. Usage of the State of Utah from Report of Water Encountered is acceptable, but not required.
All water shows must be reported within one (1) business day after being encountered. Detected water
flows shall be sampled, analyzed, and reported to the geologic and engineering staff at the Vernal Field
Office. The BLM may request additional water samples for further analysis.

The following information is requested for water shows and samples where applicable:

Location & Sample Interval

Flow Rate

Hardness

Water Classification (State of Utah)
Dissolved Iron (Fe) (ug/l)

Dissolved Magnesium (Mg) (mg/I)

Dissolved Bicarbonate (NaHCO3) (mg/l)

Dissolved Sulfate (SO,) (mg/I)

Date Sampled

Temperature

pH

Dissolved Calcium (Ca) (mg/l)
Dissolved Sodium (Na) (mg/I)
Dissolved Carbonate (CO;) (mg/l)
Dissolved Chloride (Cl) (mg/l)
Dissolved Total Solids (TDS) (mg/1)

Ute Energy Upstream Holdings LLC | Coleman Tribal 13-17-4-2E | Drilling Plan

RECEIVED: November 23, 2011



APl Well Number: 43047522190000

4, Proposed Casing & Cementing Program

Casing Design:

Size Interval Weight Grade Coupling Design Factors

Top Bottom Burst Collapse Tension
Surface casing 3,520 2,020 564,000
9-5/8" 0' 950" 36.0 J-55 STC
Hole Size 12-1/4" 11.65 6.68 16.49
Prod casing 10,640 7,460 445,000
5-1/2" 0' 9,500 17.0 P-110 LTC
Hole Size 8-3/4" 3.52 2.47 2.76

Assumptions:

1. Surface casing max anticipated surface pressure (MASP) = Frac gradient — gas gradient
2. Production casing MASP (production mode) = Pore pressure — gas gradient

3. All collapse calculations assume fully evacuated casing w/gas gradient

4. All tension calculations assume air weight

Frac gradient at surface casing shoe =
Pore pressure at surface casing shoe =
Pore pressure at prod casing shoe =

Gas gradient =

Safety Factors:

Burst =
Collapse =
Tension =

1.100
1.125
1.800

13.0 ppg
8.33 ppg
8.33 ppg
0.115 psi/ft

All casing shall be new or, if used, inspected and tested. Used casing shall meet or exceed API standards

for new casing.

All casing strings shall have a minimum of 1 (one) centralizer on each of the bottom three (3) joints.

Cementing Design:

. L. Sacks* Weight Yield
Job Fill Description ; ;
ft (ppg) (ft"/sk)
253
Surface casing 950" HALCEM 2% Calcium Chloride 34 14.8 1.35
Prod casing 359
3,957’ EXTENDACEM 3% KCL 11.0 3.20
Lead 1149
Prod casing 914
4,593’ ECONOCEM 3% KCL 13.5 1.46
Tail 1334

*Actual volume pumped will be 15% over the caliper log
- Compressive strength of tail cement: 500 psi @ 72 hours

Ute Energy Upstream Holdings LLC | Coleman Tribal 13-17-4-2E | Drilling Plan
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APl Well Number: 43047522190000

Waiting On Cement: A minimum of four (4) hours shall elapse prior to attempting any pressure testing of
the BOP equipment which would subject the surface casing cement to pressure, and a minimum of six (6)
hours shall elapse before drilling out of the wiper plug, cement, or shoe is begun. WOC time shall be
recorded in the Driller’s Log. Compressive strength shall be a minimum of 500 psi prior to drilling out.

The Vernal BLM office shall be notified, with sufficient lead time, in order to have a BLM representative on
location while running all casing strings and cementing.

The 9-5/8” surface casing shall in all cases be cemented back to surface. In the event that during the
primary surface cementing operation the cement does not circulate to surface, or if the cement level
should fall back more than 8 feet from surface, then a remedial surface cementing operation shall be
performed to insure adequate isolation and stabilization of the surface casing.

The production casing cementing program shall be conducted as approved to protect and/or isolate all
usable water zones, potentially productive zones, lost circulation zones, abnormally pressured zones, and
any prospectively valuable deposits of minerals.

As a minimum, usable water zones shall be isolated and/or protected by having a cement top for the
production casing at least 200 feet above the base of the usable water. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

Top plugs shall be used to reduce contamination of cement by displacement fluid. A bottom plug or other
acceptable technique, such as a suitable pre-flush fluid, inner string cement method, etc., shall be utilized
to help isolate the cement from contamination by the mud being displace ahead of the cement slurry.

All casing strings below the conductor shall be pressure tested to 0.22 psi per foot of casing string length
or to 1500 psi, whichever is greater, but not to exceed 70% of the minimum internal yield. If pressure
declines more than 10% in 30 minutes, corrective action shall be taken.

A Form 3160-5, “Sundry Notices and Reports on Wells” shall be filed with the Vernal Field Office within 30
days after the work is completed. This report must include the following information:

Setting of each string of casing showing the size, grade, weight of casing set, depth, amounts and
type of cement used, whether cement circulated of the top of the cement behind the casing,
depth of the cementing tools used, casing method and results, and the date of the work done.
Spud date will be shown on the first reports submitted.

5. Drilling Fluids Program

From surface to +950 feet will be drilled with air/mist system. The air rig is equipped with a 6 %2” blooie
line that is straight run and securely anchored. The blooie line is used with a discharge 80 ft from the
wellbore in order to minimize the well pad size. The blooie line is not equipped with an automatic igniter
or continuous pilot light and the compressor is located less than 100 ft from the wellbore due to the low
possibility of combustion with the air dust mixture. The trailer mounted compressor (capacity of 2000
CFM) has a safety shut-off valve which is located 15 feet from the air rig. A truck with 70 bbls of water will
be on stand-by to be used as kill fluid, if necessary.

From 1950 feet to TD, a fresh water system will be utilized. Clay inhibition and hole stability will be
achieved with a KCl substitute additive; the reserve pit will be lined to address this additive. This fresh
water system will typically contain Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated mud
weight is 9.2 Ibs/gal. If it is necessary to control formation fluids or pressure, the system will be weighted
with the addition of bentonite gel, and if pressure conditions warrant, with barite.

Ute Energy Upstream Holdings LLC | Coleman Tribal 13-17-4-2E | Drilling Plan
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APl Well Number: 43047522190000

No chromate additives will be used in the mud system on Federal and/or Indian lands without prior BLM
approval to ensure adequate protection of fresh water aquifers.

No chemicals subject to reporting under SARA Title Ill in an amount equal to or greater than 10,000
pounds will be used, produced, stored, transported, or disposed of annually in association with the
drilling, testing, or completing of this well. Furthermore, no extremely hazardous substances, as defined
in 40 CFR 355, in threshold planning quantities, will be used, produced, stored, transported, or disposed
of in association with the drilling, testing, or completing of this well.

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating characteristics
of a hazardous waste will not be used in drilling, testing, or completion operations.

Ute Energy will visually monitor pit levels and flow from the well during drilling operations.

6. Minimum Specifications for Pressure Control

The operator’s minimum specifications for pressure control equipment are as follows:

A Schematic Diagram of 5,000 PSI BOP Stack is included with this drilling plan. A Double Ram Blow Out
Preventer (BOP) with a hydraulic closing, plus either an Annular Bag type BOP or a Rotating BOP will be
used on this well.

The BOP and related equipment shall meet the minimum requirements of Onshore Qil and Gas Order No.
2 for equipment and testing requirements, procedures, etc., for a 5M system, and individual components

shall be operable as designated.

A Function Test of the BOP equipment shall be made daily. All required BOP tests and/or drills shall be
recorded in the Driller’s Report.

Chart recorders will be used for all pressure tests. Test charts, with individual test results identified, shall
be maintained on location while drilling and shall be made available to BLM representatives upon request.

7. Auxiliary Safety Equipment

Auxiliary safety equipment will be a Kelly cock, bit float, and a TIW valve with drill pipe threads.

8. Testing, Logging and Coring Programs

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to base of
surface casing @ 950’ +/-, and a Compensated Neutron-Formation Density Log from TD to 3500’ +/-. A
cement bond log will be run from PBTD to cement top. No drill stem testing or coring is planned for this
well.

9. Anticipated Abnormal Pressures or Temperature

No abnormal temperatures or pressures are anticipated. No hydrogen sulfide has been encountered or is
known to exist from previous wells drilled to similar depths in this area.

Ute Energy Upstream Holdings LLC | Coleman Tribal 13-17-4-2E | Drilling Plan _
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APl Well Number: 43047522190000

Maximum anticipated bottomhole pressure will be approximately equal to total depth in feet multiplied

by a 0.433 psi/foot gradient, and a maximum anticipated surface pressure will be approximately equal to
the bottomhole pressure calculated minus the pressure of a partially evacuated hole calculated at a 0.22
psi/foot gradient.

10. Location and Type of Water Supply

Water for the drilling and completion of this well (approximately two acre feet) will be trucked from the
Ouray Blue Tanks Water Well in Section 32, T4S, R3E (Water Permit # 43-8496).

11. Anticipated Starting Date and Duration of Operations

It is anticipated that drilling operations will commence in August, 2012, and take approximately eleven
(11) days from spud to rig release and two weeks for completions.

Ute Energy Upstream Holdings LLC | Coleman Tribal 13-17-4-2E | Drilling Plan
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APl Well Number: 43047522190000
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APl Well Number: 43047522190000

COLEMAN TRIBAL #13-17-4-2E
UTE ENERGY
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APl Well Number: 43047522190000
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APl Well Number: 43047522190000
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APl Well Number: 43047522190000
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APl Well Number: 43047522190000

Well Planning

Proposal
FOR

Ute Energy, LLC
Coleman Tribal 13-17-4-2E
Uintah Co., UT

Well File: Design #1(S-Well) (11/10/11)

Presented By:

Larren Holdren
Regional Manager

Bret Wolford
Well Planner

T11HA V349w (

RECEIVED: November 23, 2011



True Vertical Depth (1000 usft/in)

APl Well Number: 43047522190000

Ute Energy, LLC
Project: Uintah Co., UT
Site: Sec.17-T4S-R2E

Well: Coleman Tribal 13-17-4-2E
Wellbore: Wellbore #1
Design: Design #1-S-Well
Latitude: 40° 7' 56.690 N
Longitude: 109° 47' 54.600 W
Ground Level: 5094.00
WELL @ 5094.00usft

GREAT WHITE

DIRECTIONAL SERVICES™
Archer=

WELL DETAILS: Coleman Tribal 13-17-4-2E
Ground Level: 5094.00
+N/-S +EI-W Northing Easting Latittude Longitude Slot
0.00 0.00 7221481.149 2116121.543 40° 7' 56.690 N 109° 47" 54.600 W
WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LAT/LONG)
Name TVD +N/-S +E/-W Latitude Longitude Shape
0 CT 13-17-4-2E Tgt 5070.00 -460.09 -266.14 40° 7' 52.143 N 109° 47' 58.027 W Rectangle (Sides: L200.00 W200.00)
. SECTION DETAILS
T _ MD Inc Azi TVD +N/-S +E/-W Dleg TFace VSect
500 855" Cso 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1 z 900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00
/ 1d 2.00°
— J & -7 I @@ 1301.48 8.03 210.05 1300.16 -24.31 -14.06 2.00 210.05 28.09
. < R - 4704.51 8.03 210.05 4669.84 -435.78 -252.08 0.00 0.00 503.43
- 5105.99 0.00 0.00 5070.00 -460.09 -266.14 2.00 180.00 531.52
1000 7535.99 0.00 0.00 7500.00 -460.09 -266.14 0.00 0.00 531.52
- Start 3403.03' hold at 1301.48 Mq
| [ - ——~ PROJECT DETAILS: Uintah Co., UT
- REFERENCE INFORMATION
Geodetic System: US State Plane 1983
— Datum: North American Datum 1983 Co-ordinate (N/E) Reference: Well Coleman Tribal 13-17-4-2E, True North
1500 Ellipsoid: GRS 1980 Vertical (TVD) Reference: WELL @ 5094.00usft
- Zone: Utah Central Zone Section (VS) Reference: Slot - (0.00N, 0.00E)
Measured Depth Reference: WELL @ 5094.00usft
] System Datum: Mean Sea Level Calculation Method: Minimum Curvature
2000 FORMATION TOP DETAILS
] ’ TVDPath MDPath Formation
5070.00 5105.99 TGR3
. Iﬂ
2500 &
] ra T M Azimuths to True North
| / Magnetic North: 11.17°
T :; Magnetic Field
| Strength: 52318.3snT]|
3000 s Dip Angle: 65.91°)
| Fd Date: 2011/11/10)
. Model: IGRF2010
n 750
3500 .
n 500
4000 .
i B SHL
| 1119' FSL & 1141' FWL
N SEC.17-T4S-R2E
n Start Drop -2.00° | —
] - 250
4500 = .
: Start 2430.00" hold at 5105.99 M| B
— P g 0 | 2 3
5000 - E 11z 2 REENEE
1~ B i o - & 2 T~ KOP / Start Build 2.00°
. ~1 g a ~
] [Tz = b Start 3403.08' hold at 130148 Mi
. ~— -250
5500 £ i
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APl Well Number: 43047522190000

ir"'r

Ute Energy, LLC

Uintah Co., UT
Sec.17-T4S-R2E
Coleman Tribal 13-17-4-2E

Wellbore #1

Plan: Design #1-S-Well

Standard Planning Report

10 November, 2011
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APl Well Number: 43047522190000

Great White Directional
Planning Report

GREAT WHITE

DIRECTIONAL SERVICES
Archer -~

Database: EDMDBBW Local Co-ordinate Reference: Well Coleman Tribal 13-17-4-2E
Company: Ute Energy, LLC TVD Reference: WELL @ 5094.00usft
Project: Uintah Co., UT MD Reference: WELL @ 5094.00usft
Site: Sec.17-T4S-R2E North Reference: True
Well: Coleman Tribal 13-17-4-2E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1-S-Well
Project Uintah Co., UT
Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone
Site Sec.17-T4S-R2E
Site Position: Northing: 7,221,481.183 st Latitude: 40° 7' 56.690 N
From: Lat/Long Easting: 2,116,121.543 usft  Longitude: 109° 47' 54.600 W
Position Uncertainty: 0.00 usft Slot Radius: 13-3/16" Grid Convergence: 1.09 °
Well Coleman Tribal 13-17-4-2E
Well Position +N/-S 0.00 usft Northing: 7,221,481.149 usft Latitude: 40° 7' 56.690 N
+E/-W 0.00 usft Easting: 2,116,121.543 usft Longitude: 109° 47' 54.600 W
Position Uncertainty 0.00 usft Wellhead Elevation: usft Ground Level: 5,094.00 usft
Wellbore Wellbore #1
Magnetics Model Name Sample Date Declination Dip Angle Field Strength
) ©) (nT)
IGRF2010 11/10/11 11.17 65.91 52,318
Design Design #1-S-Well
Audit Notes:
Version: Phase: PLAN Tie On Depth: 0.00
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction
(usft) (usft) (usft) °)
5,070.00 0.00 0.00 210.05
Plan Sections
Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Rate Rate Rate TFO
(usft) (°) (°) (usft) (usft) (usft) (°/100usft) (°/100usft)  (°/100usft) ©) Target
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00
1,301.48 8.03 210.05 1,300.16 -24.31 -14.06 2.00 2.00 0.00 210.05
4,704.51 8.03 210.05 4,669.84 -435.78 -252.08 0.00 0.00 0.00 0.00
5,105.99 0.00 0.00 5,070.00 -460.09 -266.14 2.00 -2.00 0.00 180.00 CT 13-17-4-2E Tgt
7,535.99 0.00 0.00 7,500.00 -460.09 -266.14 0.00 0.00 0.00 0.00
11/10/11 11:43:18AM Page 2 COMPASS 5000.1 Build 56
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APl Well Number: 43047522190000

Great White Directional
Planning Report

GREAT WHITE

DIRECTIONAL SERVICE
Archer -~

Database: EDMDBBW Local Co-ordinate Reference: Well Coleman Tribal 13-17-4-2E
Company: Ute Energy, LLC TVD Reference: WELL @ 5094.00usft
Project: Uintah Co., UT MD Reference: WELL @ 5094.00usft
Site: Sec.17-T4S-R2E North Reference: True
Well: Coleman Tribal 13-17-4-2E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1-S-Well
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(usft) () (&) (usft) (usft) (usft) (usft) (°/100usft) (°/100usft) (°/100usft)
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00
500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00
8 5/8" Csg.
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00
KOP / Start Build 2.00°
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00
1,000.00 2.00 210.05 999.98 -1.51 -0.87 1.75 2.00 2.00 0.00
1,100.00 4.00 210.05 1,099.84 -6.04 -3.49 6.98 2.00 2.00 0.00
1,200.00 6.00 210.05 1,199.45 -13.58 -7.86 15.69 2.00 2.00 0.00
Start 3403.03' hold at 1301.48 MD
1,301.48 8.03 210.05 1,300.16 -24.31 -14.06 28.09 2.00 2.00 0.00
1,400.00 8.03 210.05 1,397.72 -36.22 -20.95 41.85 0.00 0.00 0.00
1,500.00 8.03 210.05 1,496.74 -48.32 -27.95 55.82 0.00 0.00 0.00
1,600.00 8.03 210.05 1,595.76 -60.41 -34.94 69.78 0.00 0.00 0.00
1,700.00 8.03 210.05 1,694.78 -72.50 -41.94 83.75 0.00 0.00 0.00
1,800.00 8.03 210.05 1,793.80 -84.59 -48.93 97.72 0.00 0.00 0.00
1,900.00 8.03 210.05 1,892.82 -96.68 -55.92 111.69 0.00 0.00 0.00
2,000.00 8.03 210.05 1,991.84 -108.77 -62.92 125.66 0.00 0.00 0.00
2,100.00 8.03 210.05 2,090.86 -120.86 -69.91 139.63 0.00 0.00 0.00
2,200.00 8.03 210.05 2,189.88 -132.95 -76.91 153.59 0.00 0.00 0.00
2,300.00 8.03 210.05 2,288.90 -145.04 -83.90 167.56 0.00 0.00 0.00
2,400.00 8.03 210.05 2,387.92 -157.14 -90.90 181.53 0.00 0.00 0.00
2,500.00 8.03 210.05 2,486.94 -169.23 -97.89 195.50 0.00 0.00 0.00
2,600.00 8.03 210.05 2,585.96 -181.32 -104.88 209.47 0.00 0.00 0.00
2,700.00 8.03 210.05 2,684.98 -193.41 -111.88 223.44 0.00 0.00 0.00
2,800.00 8.03 210.05 2,784.00 -205.50 -118.87 237.40 0.00 0.00 0.00
2,900.00 8.03 210.05 2,883.02 -217.59 -125.87 251.37 0.00 0.00 0.00
3,000.00 8.03 210.05 2,982.04 -229.68 -132.86 265.34 0.00 0.00 0.00
3,100.00 8.03 210.05 3,081.05 -241.77 -139.85 279.31 0.00 0.00 0.00
3,200.00 8.03 210.05 3,180.07 -253.87 -146.85 293.28 0.00 0.00 0.00
3,300.00 8.03 210.05 3,279.09 -265.96 -153.84 307.25 0.00 0.00 0.00
3,400.00 8.03 210.05 3,378.11 -278.05 -160.84 321.22 0.00 0.00 0.00
3,500.00 8.03 210.05 3,477.13 -290.14 -167.83 335.18 0.00 0.00 0.00
3,600.00 8.03 210.05 3,576.15 -302.23 -174.83 349.15 0.00 0.00 0.00
3,700.00 8.03 210.05 3,675.17 -314.32 -181.82 363.12 0.00 0.00 0.00
3,800.00 8.03 210.05 3,774.19 -326.41 -188.81 377.09 0.00 0.00 0.00
3,900.00 8.03 210.05 3,873.21 -338.50 -195.81 391.06 0.00 0.00 0.00
4,000.00 8.03 210.05 3,972.23 -350.59 -202.80 405.03 0.00 0.00 0.00
4,100.00 8.03 210.05 4,071.25 -362.69 -209.80 418.99 0.00 0.00 0.00
4,200.00 8.03 210.05 4,170.27 -374.78 -216.79 432.96 0.00 0.00 0.00
4,300.00 8.03 210.05 4,269.29 -386.87 -223.78 446.93 0.00 0.00 0.00
4,400.00 8.03 210.05 4,368.31 -398.96 -230.78 460.90 0.00 0.00 0.00
4,500.00 8.03 210.05 4,467.33 -411.05 -237.77 474.87 0.00 0.00 0.00
4,600.00 8.03 210.05 4,566.35 -423.14 -244.77 488.84 0.00 0.00 0.00
Start Drop -2.00°
4,704.51 8.03 210.05 4,669.84 -435.78 -252.08 503.43 0.00 0.00 0.00
4,800.00 6.12 210.05 4,764.59 -445.96 -257.97 515.19 2.00 -2.00 0.00
4,900.00 4.12 210.05 4,864.19 -453.68 -262.43 524.12 2.00 -2.00 0.00
11/10/11 11:43:18AM Page 3 COMPASS 5000.1 Build 56
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APl Well Number: 43047522190000

Great White Directional
Planning Report

GREAT WHITE

DIRECTIONAL SERVICES
Archer -~

Database: EDMDBBW Local Co-ordinate Reference: Well Coleman Tribal 13-17-4-2E
Company: Ute Energy, LLC TVD Reference: WELL @ 5094.00usft
Project: Uintah Co., UT MD Reference: WELL @ 5094.00usft
Site: Sec.17-T4S-R2E North Reference: True
Well: Coleman Tribal 13-17-4-2E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1-S-Well
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(usft) () (&) (usft) (usft) (usft) (usft) (°/100usft) (°/100usft) (°/100usft)
5,000.00 2.12 210.05 4,964.04 -458.39 -265.16 529.56 2.00 -2.00 0.00
Start 2430.00' hold at 5105.99 MD - TGR3 - CT 13-17-4-2E Tgt
5,105.99 0.00 0.00 5,070.00 -460.09 -266.14 531.52 2.00 -2.00 0.00
5,200.00 0.00 0.00 5,164.01 -460.09 -266.14 531.52 0.00 0.00 0.00
5,300.00 0.00 0.00 5,264.01 -460.09 -266.14 531.52 0.00 0.00 0.00
5,400.00 0.00 0.00 5,364.01 -460.09 -266.14 531.52 0.00 0.00 0.00
5,500.00 0.00 0.00 5,464.01 -460.09 -266.14 531.52 0.00 0.00 0.00
5,600.00 0.00 0.00 5,564.01 -460.09 -266.14 531.52 0.00 0.00 0.00
5,700.00 0.00 0.00 5,664.01 -460.09 -266.14 531.52 0.00 0.00 0.00
5,800.00 0.00 0.00 5,764.01 -460.09 -266.14 531.52 0.00 0.00 0.00
5,900.00 0.00 0.00 5,864.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,000.00 0.00 0.00 5,964.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,100.00 0.00 0.00 6,064.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,200.00 0.00 0.00 6,164.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,300.00 0.00 0.00 6,264.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,400.00 0.00 0.00 6,364.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,500.00 0.00 0.00 6,464.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,600.00 0.00 0.00 6,564.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,700.00 0.00 0.00 6,664.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,800.00 0.00 0.00 6,764.01 -460.09 -266.14 531.52 0.00 0.00 0.00
6,900.00 0.00 0.00 6,864.01 -460.09 -266.14 531.52 0.00 0.00 0.00
7,000.00 0.00 0.00 6,964.01 -460.09 -266.14 531.52 0.00 0.00 0.00
7,100.00 0.00 0.00 7,064.01 -460.09 -266.14 531.52 0.00 0.00 0.00
7,200.00 0.00 0.00 7,164.01 -460.09 -266.14 531.52 0.00 0.00 0.00
7,300.00 0.00 0.00 7,264.01 -460.09 -266.14 531.52 0.00 0.00 0.00
7,400.00 0.00 0.00 7,364.01 -460.09 -266.14 531.52 0.00 0.00 0.00
7,500.00 0.00 0.00 7,464.01 -460.09 -266.14 531.52 0.00 0.00 0.00
TD at 7535.99
7,535.99 0.00 0.00 7,500.00 -460.09 -266.14 531.52 0.00 0.00 0.00
Design Targets
Target Name
- hit/miss target Dip Angle  Dip Dir. TVD +N/-S +E/-W Northing Easting
- Shape °) (°) (usft) (usft) (usft) (usft) (usft) Latitude Longitude
CT 13-17-4-2E Tgt 0.00 0.00 5,070.00 -460.09 -266.14  7,221,016.079  2,115,864.203 40° 7' 52.143 N 109° 47' 58.027 W
- plan hits target center
- Rectangle (sides W200.00 H200.00 D2,430.00)
Casing Points
Measured Vertical Casing Hole
Depth Depth Diameter Diameter
(usft) (usft) Name () (*)
800.00 800.00 85/8" Csg. 8-5/8 12-1/4
11/10/11 11:43:18AM Page 4 COMPASS 5000.1 Build 56

RECEIVED: November 23, 2011



APl Well Number: 43047522190000

Great White Directional

GREAT WHITE

Planning Report BDUIRECTIONAL SERVICE.
Archer-~
Database: EDMDBBW Local Co-ordinate Reference: Well Coleman Tribal 13-17-4-2E
Company: Ute Energy, LLC TVD Reference: WELL @ 5094.00usft
Project: Uintah Co., UT MD Reference: WELL @ 5094.00usft
Site: Sec.17-T4S-R2E North Reference: True
Well: Coleman Tribal 13-17-4-2E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1-S-Well
Formations
Measured Vertical Dip
Depth Depth Dip Direction
(usft) (usft) Name Lithology ) ©)
5,105.99 5,070.00 TGR3 0.00
Plan Annotations
Measured Vertical Local Coordinates
Depth Depth +N/-S +E/-W
(usft) (usft) (usft) (usft) Comment
900.00 900.00 0.00 0.00 KOP / Start Build 2.00°

1,301.48 1,300.16 -24.31 -14.06 Start 3403.03" hold at 1301.48 MD

4,704.51 4,669.84 -435.78 -252.08 Start Drop -2.00°

5,105.99 5,070.00 -460.09 -266.14 Start 2430.00' hold at 5105.99 MD

7,535.99 7,500.00 -460.09 -266.14 TD at 7535.99
11/10/11 11:43:18AM Page 5 COMPASS 5000.1 Build 56
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APl Well Number: 43047522190000
Entry 2011003009

Book 1231 Page 4

MEMORANDUM of SURFACE USE AGREEMENT

Todd Kalstrom is the Vice President of Land for Ute Energy LLC and Ute Energy Upstream
Holdings LLC, authorized to do business in Utah (hereinafter referred to as “Ute Energy”). Ute
Energy owns, operates and manages oil and gas interests In Uintah and Duchesne Counties, Utah.

WHEREAS, a certain Surface Use Agreement (“Agreement”) dated effective October 25*, 2010
and recorded at Entry 2011000074 of the Uintah County records in the state of Utah and covering
the N/2 of Section 7 and the N/2 of Section 8 of Township 4 South, Range 2 East, USM, has been
entered into by and between Coleman Bros. LTD, whose address is c¢/o Joseph Coleman, 393 E.
Center Street, Heber City, UT 84032 (“Owner”) and Ute Energy, whose address is 1875
Lawrence Street, Suite 200, Denver, CO 80202 (“Operator’)

WHEREAS, a second certain Surface Use Agreement (“Second Agreement”) dated effective
October 25", 2010 and recorded at Entry 2011000075 of the Uintah County records in the state of
Utah and covering all of Section 18 of Township 4 South, Range 2 East, USM, has been entered
into by and between Coleman Bros. LTD, whose address is ¢/o Joseph Coleman, 393 E. Center
Street, Heber City, UT 84032 (“Owner”) and Ute Energy, whose address is 1875 Lawrence
Street, Suite 200, Denver, CO 80202 (“Operator™),

WHEREAS, Owner and Operator wish to replace that certain Agreement and Second Agreement
with a new Surface Use Agreement and Grant of Easements (“New Agreement”) dated effective
October 25", 2010 and covering all of the following lands (the “Property”) situated in Uintah
County, Utah:

Township 4 South, Range 2 East, Sk :: ir';]*rc 4 . .
Section 7: N/2 Eook 1231 Page 4-5 $14.00
Section 8: N/2 2 *'HF"‘”* 1 03:54
Section 17: S/2 E‘ﬁ?\iDl S TMMONE

e}
Section 18: All RECORDER . UINT

INS
M
UTE ENERGY L
F

TAH COUNTY, LTAH
C ATIN

L0 ATTN FELICIA GATES-H
Township 3 South, Range 1 East,[lUSMTY 789 FT DUCHESNE. UT B40Z6
Section 33: All Rec By: DEBRA ROOKS + DEPUTY

WHEREAS, under the New Agreement and for an agreed upon monetary consideration, Ute
Energy may construct the necessary well site pads for drilling, completion, re-completion,
reworking, re-entry, production, maintenance and operation of wells (“Well Pads™) on the
Property. Ute Energy, its agents, employees, assigns, contractors and subcontractors, may enter
upon and use the Well Pads for the purposes of drilling, completing, producing, maintaining, and
operating Wells to produce oil, gas and associated hydrocarbons produced from the Property,
including the construction and use of frac pits, tank batteries, water disposal pits, production
equipment, compressor sites and other facilities used to produce and market the oil, gas and
associated hydrocarbons.

WHEREAS, under the New Agreement Ute Energy has the right to non-exclusive access
easements (“Road Easements™) on the Property for ingress and egress by Ute Energy and its
employees, contractors, sub-contractors, agents, and business invitees as needed to conduct oil
and gas operations.

WHEREAS, under the New Agreement Owner grants to Ute Energy, its employees, contractors,
sub-contractors, agents and business invitees non-exclusive pipeline easements to construct,
maintain, inspect, operate and repair a pipeline or pipelines, pigging facilities and related
appurtenances for the transportation of o0il, gas, petroleum products, water and any other
substances recovered during oil and gas production.

WHEREAS, this New Agreement shall run with the land and be binding upon and inure to the
benefit of the parties and their respective heirs, successors and assigns.

THERFORE, Ute Energy is granted access to the surface estate and the Ngw Agreement
constitutes a valid and binding surface use agreement as required under Ugah Admin. Code Rule
R649-3-34(7).

This Memorandum is executed this 25" day of April, 2011.

odd Kalstron{
Vice President of Land
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APl Well Number: 43047522190000

Ute Energy Upstream Holdings LLC
Coleman Tribal 13-17-4-2E

Lot 7 (SW/SW) of Section 17, T4S, R2E
SHL: 1119’ FSL & 1141’ FWL

BHL: 659’ FSL & 874’ FWL

Uintah County, Utah

SURFACE USE PLAN

The well site, proposed access road and surface pipeline corridor will be located entirely on private surface
(Coleman Bros. LTD) and Tribal minerals.

An onsite will be conducted on Tuesday, December 6, 2011.
Representatives from Utah DOGM, the BLM Vernal Field Office, the private landowners, Ute Energy Upstream
Holdings LLC, and Star Point Enterprises, Inc. will be in attendance.

1. Existing Roads

The proposed well site is located approximately 12.5 miles south of Fort Duchesne, Utah. Maps and
directions reflecting the route to the proposed well site is included (see Topographic maps A and B).

The dirt oil field service roads and other roads in the vicinity are constructed out of existing native
materials that are prevalent to the existing area and range from clays to a sandy-clay shale material. The
existing road in Section 17 that provides access to this well site was upgraded by Newfield in 2010 to a 20’
road with 3-inch minus gravel and drainage ditches on both sides of the road. Therefore, Ute Energy
anticipates no further road improvements to the existing roads for this well site.

The roads for access during the drilling, completion and production phase will be maintained at the

standards required by the State of Utah, or other controlling agencies. This maintenance will consist of
some minor grader work for smoothing road surfaces and for snow removal.

2. Planned Access Road

Approximately 541’ of new construction disturbance, with a ROW width of 30 feet, will be required for
the construction of an access road to the Coleman Tribal 13-17-4-2E, all on private surface. See attached
Topographic map B.

The proposed access road will be crowned, ditched, and constructed with an 18’ running surface (9’ either
side of the centerline). Surfacing material (3-inch minus) will be applied to the access road.

No turnouts, culverts, gates or cattle guards are anticipated in the construction of this road.

All construction material for this access road will be borrowed material accumulated during the
construction of the access road.

Surface disturbance and vehicular travel will be limited to the approved location access road.

Ute Energy Upstream Holdings LLC | Coleman Tribal 13-17-4-2E | Surface Use Plan
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APl Well Number: 43047522190000

3. Location of Existing Wells

Refer to Topographic map C for the location and type of existing wells within a one-mile radius of the
proposed well site.

4, Location of Existing and/or Proposed Facilities

It is anticipated that this well will be a producing oil well with limited to no gas production.

Surface facilities will be located on a proposed 300’ x 150’ pad. Facilities will consist of a wellhead,
separator, gas meter, (1) 400 gal methanol tank, (1) 400 glycol tank, (2) 400 bbl oil tanks, (1) 400 bbl water
tank, (1) 400 bbl test tank, (1) 1000 gal propane tank (only if needed), a pumping unit with natural gas
fired motor, solar panels, solar chemical and methanol pumps and one trace pump.

All wells will be fitted with a pump jack to assist with liquid production if liquid volumes and/or low
formation pressures require it. Plunger lift systems do not require any outside source of energy. The
prime mover for pump jacks would be a small (60 horsepower or less), natural gas-fired internal
combustion engine.

The tank battery will be surrounded by a secondary containment berm of sufficient capacity to contain 1.5
times the entire capacity of the largest single tank and sufficient freeboard to contain precipitation. All
loading lines and valves will be placed inside the berm surrounding the tank battery or will utilize
catchment basins to contain spills. All liquid hydrocarbon production and measurement will conform to
the provisions of 43 CFR 3162.7-2 and Onshore Qil and Gas Order No. 4 for the measurement of oil.

All permanent (on site for six (6) months or longer) above-ground structures, constructed or installed
(including pumping units), will be painted a flat, non-reflective, earth tone color to match one of the
standard environmental colors, as determined by the Rocky Mountain Five State Interagency Committee.
All facilities will be painted within six months of installation.

If gas production is greater than amounts that can be utilized on location for heating of tanks or
equipment operation, or flared under the provisions of Section Ill. Authorized Venting and Flaring of Gas
(NTL-4A), Ute Energy proposes a polyethylene gas pipeline on the surface to transport gas to an existing
connection with Newfield in Section 10 of T4S, R1E.

Approximately 576’ (see Topographic map D) of pipeline corridor, containing up to an 8” diameter
polyethylene gas pipeline, is proposed to tie the Coleman Tribal 13-17-4-2E into an existing 8” surface
pipeline in Section 17 which then connects to the Randlett EDA gathering system. The new pipeline
would be a surface laid line within a 30 foot wide pipeline corridor, adjacent to the proposed access road
corridor.

5. Location and Type of Water Supply

No water supply pipelines will be laid for this well.

Water for the drilling and completion of this well will be transported by truck from the following water
source:

Ouray Blue Tanks Water Well in Section 32, T4S, R3E
Water Right: 43-8496
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Water use will vary in accordance with the formations to be drilled, but is expected to be approximately
two acre feet for drilling and completions operations in the Green River and Wasatch Formations.

No water well is proposed for this location.

6. Source of Construction Materials

All construction materials for this location shall be borrowed material accumulated during construction of
the location site and access road.

If any additional gravel is required, it will be obtained from a local supplier having a permitted source of
materials within the general area.

7. Methods of Handling Waste Disposal

A small reserve pit (80’ x 40’ x 8’ deep) will be constructed from native soil and clay materials to handle
the drilling fluids. The reserve pit will receive the processed drill cuttings (wet sand, shale and rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of shale-shaker
carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling fluids will be fresh water
based, typically containing Total Dissolved Solids of less than 3000 PPM. No potassium chloride,
chromates, trash, debris, nor any other substance deemed hazardous will be placed in the pit. The
reserve pit will be lined with a 12 mil (minimum) thickness polyethylene reinforced liner. This liner will be
underlain by a felt sub-liner if rock is encountered during excavation. A minimum of two feet of free
board will be maintained between the maximum fluid level and the top of the reserve pit at all times.

Immediately upon first production, all produced water will be confined to a steel test tank on location.
The produced water will then be transported by truck to a State of Utah approved disposal facility near
Ute Energy’s operations (ACE, Wonsit, Bluebell, Chapita, Glen Bench, or Seep Ridge).

Portable self-contained chemical toilets will be used for human waste disposal. As required, the toilet
holdings will be pumped and the contents thereof disposed of in an approved sewage disposal facility.

Garbage and non-flammable solid waste materials will be contained in a portable trash cage. No trash will
be placed in the reserve pit. As needed, the accumulated trash will be hauled off to an authorized
disposal site. No potentially adverse materials or substances will be left on location.

Ute Energy Upstream Holdings LLC guarantees that no chemicals subject to reporting under SARA Title IlI
(hazardous materials) in an amount greater than 10,000 pounds will be used, produced, stored,
transported, or disposed of annually in association with the drilling, testing or completing of this well.
Furthermore, extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities,
will not be used, produced, stored, transported, or disposed of in association with the drilling, testing of
completing of this well.

8. Ancillary Facilities

There are no ancillary facilities planned for at the present time and none foreseen in the near future.

9. Well Site Layout

The well would be properly identified in accordance with 43 CFR 3162.6.
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The pad layout, cross section diagrams and rig layout are included with this application (see Figures 1-3).

The pad has been staked at its maximum size of 300" x 150" with an outboard reserve pit of 80" x 40’ x 8
deep, and a small outboard flare pit.

To meet fencing requirements for the reserve pit, Ute Energy proposes to install a feedlot (typically used
for livestock) steel panel fencing system. The panels are 12’ long x 4’ high and employ 5” posts on 8’
centers. The panels use a latching system to connect the joints together, including the corner posts. The
corner posts will be installed in such a manner to keep the panel system tight at all times.

The reserve pit panel fencing system will be on three (3) sides during drilling operations and on the fourth
side when the rig moves off location. The reserve pit panel fencing system will be maintained until
reclamation of the reserve pit.

Fill from the pit excavation will be stockpiled along the edge of the reserve pit and the adjacent edge of
the pad.

Use of erosion control measures, including proper grading to minimize slopes, diversion terraces and
ditches, mulching, terracing, riprap, fiber matting, temporary sediment traps, and broad-based drainage
dips or low water crossings will be employed by Ute Energy as necessary and appropriate to minimize
erosion and surface run-off during well pad construction and operation. Cut and fill slopes will be
constructed such that stability will be maintained for the life of the operation.

Diversion ditches will be constructed, if necessary, around the well site to prevent surface waters from
entering the well site area.

10. Plans for Restoration of the Surface

Site reclamation would be accomplished for portions of the well pad not required for the continued
operation of the well on this pad within six months of completion, weather p